














D19 / DIML19 LED: Hatch XTC series or equivalent - Forward and Reverse Phase Dimming Driver. 
Dims down to 1% contingent upon dimmer specifi cation and load. 120V only.
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DIMMING DRIVER COMPATIBILITY 
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D19 / DIML19
DIMMING DRIVER WIRING SCHEMES:
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NOTES: 
Wiring diagrams are examples of typical installations intended to illustrate the number of wires that must be run to fi xture. These diagrams are 
not intended to specify all equipment necessary for a given dimming circuit. Refer to specifi c dimmer manufacturer's documentation for details.

IMPORTANT SAFETY INSTRUCTIONS 
- SAVE THESE INSTRUCTIONS
1. Keep these instructions in a safe place for future reference.  
2. Only qualifi ed electricians in accordance to local codes should install these fi xtures.
3. De-energize the electrical circuit at the circuit breaker prior to installation process or servicing.
4. Make sure all connections are in accordance with the National Electrical Code and any local regulations.
5. Cap any wires not used separately (not together).

                           D19 / DIML19 Dimmer Compatibility Chart                                  
 120V ONLY                                                               
 Forward Phase / TRIAC Dimming  
 Manufacturer Product Qty Fixtures Per Dimmer                 
 Leviton IPL06-10Z Use fi xture wattage per
  6613-xxx fi xture specifi cation
 Lutron S-600P sheet to determine
  S-603P number of fi xtures
  DV-600P per dimmer. Max number
  DV-603P of fi xtures is limited by
  DVSC-603P dimmer load rating.
  CT-600P                                                             
  CT-603P                                                              
                                                                                                        
 120V ONLY                                                               

   gnimmiD VLE / esahP esreveR 
 Manufacturer Product Qty Fixtures Per Dimmer                 
 Leviton 6615 Use fi xture wattage per
  IPE04-xxx fi xture specifi cation
 Lutron NTELV-300 sheet to determine
  NTELV-600 number of fi xtures
  SELV-300P per dimmer. Max number
  SELV-303P of fi xtures is limited by
  DVELV-300P dimmer load rating.
  DVELV-303P                                                              
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DISCLAIMER: KAY LIGHTING RESERVES THE RIGHT TO MAKE ANY DESIGN CHANGES FOR CONTINUOUS IMPROVEMENT WHICH WILL NOT AFFECT THE OVERALL APPEARANCE OR PERFOR-
MANCE. ALL CEILINGS ARE TO BE ADEQUATELY REINFORCED BY OTHERS BEFORE INSTALLATION. ALL FIXTURES ARE TO BE WIRED BY A CERTIFIED ELECTRICIAN ONLY. THIS INFORMATION IS 
PROPERTY OF KAY LIGHTING, AND THE INFORMATION IT CONTAINS MAY NOT BE USED WITHOUT ANY WRITTEN CONSENT OF KAY LIGHTING.

DIMMING DRIVER WIRING SCHEMES:
NOTES: 
Wiring diagrams are examples of typical installations intended to illustrate the number of wires that must be run to fi xture. These diagrams are 
not intended to specify all equipment necessary for a given dimming circuit. Refer to specifi c dimmer manufacturer's documentation for details.

IMPORTANT SAFETY INSTRUCTIONS 
- SAVE THESE INSTRUCTIONS
1. Keep these instructions in a safe place for future reference.  
2. Only qualifi ed electricians in accordance to local codes should install these fi xtures.
3. De-energize the electrical circuit at the circuit breaker prior to installation process or servicing.
4. Make sure all connections are in accordance with the National Electrical Code and any local regulations.
5. Cap any wires not used separately (not together).

December 2018
www.speckaylighting.com   |   646.837.9000   |   quotes@kaylighting.com

DISCLAIMER: KAY LIGHTING RESERVES THE RIGHT TO MAKE ANY DESIGN CHANGES FOR CONTINUOUS IMPROVEMENT WHICH WILL NOT AFFECT THE OVERALL APPEARANCE OR PERFORMANCE. ALL CEILINGS ARE TO BE ADEQUATELY 
REINFORCED BY OTHERS BEFORE INSTALLATION. ALL FIXTURES ARE TO BE WIRED BY A CERTIFIED ELECTRICIAN ONLY. THIS INFORMATION IS PROPERTY OF KAY LIGHTING, AND THE INFORMATION IT CONTAINS MAY NOT BE USED 
WITHOUT ANY WRITTEN CONSENT OF KAY LIGHTING.


